
Plot No. 1 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/17/2015 2:30:02 PM 

GSM 850_Head_UAT 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.92 S/m; εr = 42.06; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(9.26, 9.26, 9.26); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_GPRS 2 Slots_ch 190/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.930 W/kg 
 

RHS/Touch_GPRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 32.226 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.52 W/kg 
SAR(1 g) = 0.882 W/kg; SAR(10 g) = 0.525 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.17 W/kg 

  

 
0 dB = 1.17 W/kg = 0.68 dBW/kg 

  



Plot No. 2 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/17/2015 5:10:18 PM 

GSM 850_Body_LAT 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 1.021 S/m; εr = 52.617; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1360; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3751; ConvF(8.47, 8.47, 8.47); Calibrated: 11/14/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/GPRS 2 slot ch 190/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.12 W/kg 
 

Rear/GPRS 2 slot ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 33.123 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.92 W/kg 
SAR(1 g) = 0.978 W/kg; SAR(10 g) = 0.561 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.33 W/kg 

  

 
0 dB = 1.33 W/kg = 1.24 dBW/kg 

  



Plot No. 3 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/18/2015 3:41:29 AM 

GSM1900_Head_UAT 

Frequency: 1880 MHz; Duty Cycle: 1:8;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.428 S/m; εr = 40.625; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/5/2015 
- Probe: EX3DV4 - SN7335; ConvF(8.21, 8.21, 8.21); Calibrated: 3/13/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP v5.0; Type: QD000P40CD; Serial: 1830 
 

RHS/Touch_GSM Voice_ch . 661/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.34 W/kg 
 

RHS/Touch_GSM Voice_ch . 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 31.123 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 2.13 W/kg 
SAR(1 g) = 0.967 W/kg; SAR(10 g) = 0.474 W/kg 
Maximum value of SAR (measured) = 1.23 W/kg 

  

 
0 dB = 1.23 W/kg = 0.90 dBW/kg 

  



Plot No. 4 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/18/2015 2:22:19 AM 

GSM 1900_Body_LAT 

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.548 S/m; εr = 51.996; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(7.32, 7.32, 7.32); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Front/GSM_Voice ch 810/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.35 W/kg 
 

Front/GSM_Voice ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 29.886 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 2.35 W/kg 
SAR(1 g) = 1.13 W/kg; SAR(10 g) = 0.551 W/kg 
Maximum value of SAR (measured) = 1.51 W/kg 

  

 
0 dB = 1.51 W/kg = 1.79 dBW/kg 

  



Plot No. 5 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/15/2015 2:00:42 AM 

WCDMA Band V_Head_UAT 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.92 S/m; εr = 42.06; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(9.26, 9.26, 9.26); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_Rel 99 RMC 12.2 kbps ch. 4183/Area Scan (9x14x1): Measurement grid: dx=15mm, 

dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.643 W/kg 
 

RHS/Touch_Rel 99 RMC 12.2 kbps ch. 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 

dx=8mm, dy=8mm, dz=5mm 
Reference Value = 26.158 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 1.00 W/kg 
SAR(1 g) = 0.581 W/kg; SAR(10 g) = 0.350 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.771 W/kg 

  

 
0 dB = 0.771 W/kg = -1.13 dBW/kg 

  



Plot No. 6 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                         Date/Time: 7/17/2015 9:22:55 PM 

WCDMA Band V_Body_LAT 

Frequency: 846.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 846.6 MHz; σ = 1.029 S/m; εr = 54.629; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 9/29/2014 
- Probe: EX3DV4 - SN3772; ConvF(8.46, 8.46, 8.46); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 B; Type: QDOVA002AA; Serial: 1180 
 

Front/Rel 99 RMC 12.2 kbps ch. 4233/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.21 W/kg 
 

Front/Rel 99 RMC 12.2 kbps ch. 4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 34.953 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 1.78 W/kg 
SAR(1 g) = 0.952 W/kg; SAR(10 g) = 0.542 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.31 W/kg 

  

 
0 dB = 1.31 W/kg = 1.17 dBW/kg 

  



Plot No. 7 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/13/2015 6:03:05 PM 

W-CDMA Band IV_Head_UAT 

Frequency: 1752.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1752.6 MHz; σ = 1.415 S/m; εr = 40.894; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(7.89, 7.89, 7.89); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_Rel.99 RMC_ch 1513/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.32 W/kg 
 

RHS/Touch_Rel.99 RMC_ch 1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 30.631 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 2.21 W/kg 
SAR(1 g) = 0.993 W/kg; SAR(10 g) = 0.532 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.29 W/kg 

  

 
0 dB = 1.29 W/kg = 1.11 dBW/kg 

  



Plot No. 8 

 

Test Laboratory: UL Verification Services Inc. SAR Lab G                                        Date/Time: 7/14/2015 7:17:23 PM 

W-CDMA Band IV_Body_LAT 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.482 S/m; εr = 52.755; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3686; ConvF(7.28, 7.28, 7.28); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: QDOVA002AA; Serial: 1258 
 

Front/Rel 99_RMC_ch 1413/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.55 W/kg 
 

Front/Rel 99_RMC_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.044 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 2.10 W/kg 
SAR(1 g) = 1.13 W/kg; SAR(10 g) = 0.588 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.49 W/kg 

  

 
0 dB = 1.49 W/kg = 1.73 dBW/kg 

  



Plot No. 9 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/17/2015 12:04:22 PM 

W-CDMA Band II_Head_LAT 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.453 S/m; εr = 40.514; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/5/2015 
- Probe: EX3DV4 - SN7335; ConvF(8.21, 8.21, 8.21); Calibrated: 3/13/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP v5.0; Type: QD000P40CD; Serial: 1830 
 

RHS/Touch_RMC Rel. 99 Ch. 9538/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.31 W/kg 
 

RHS/Touch_RMC Rel. 99 Ch. 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 30.343 V/m; Power Drift = 0.00 dB 
Peak SAR (extrapolated) = 1.69 W/kg 
SAR(1 g) = 1.12 W/kg; SAR(10 g) = 0.698 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.32 W/kg 

  

 
0 dB = 1.32 W/kg = 1.21 dBW/kg 

  



Plot No. 10 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/14/2015 1:18:13 AM 

W-CDMA Band II_Body_LAT 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.492 S/m; εr = 53.202; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/5/2015 
- Probe: EX3DV4 - SN7335; ConvF(7.9, 7.9, 7.9); Calibrated: 3/13/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Rear/RMC_Rel. 0 ch 9400/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.33 W/kg 
 

Rear/RMC_Rel. 0 ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 30.119 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 2.22 W/kg 
SAR(1 g) = 1.13 W/kg; SAR(10 g) = 0.561 W/kg 
Maximum value of SAR (measured) = 1.61 W/kg 

  

 
0 dB = 1.61 W/kg = 2.07 dBW/kg 

 
  



Plot No. 11 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/14/2015 3:25:59 PM 

CDMA BC0_Head_UAT 

Frequency: 836.52 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.92 S/m; εr = 42.062; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(9.26, 9.26, 9.26); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_1xRTT_RC3 SO55_ch 384/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.605 W/kg 
 

RHS/Touch_1xRTT_RC3 SO55_ch 384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 25.925 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.940 W/kg 
SAR(1 g) = 0.549 W/kg; SAR(10 g) = 0.329 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.717 W/kg 

  

 
0 dB = 0.717 W/kg = -1.44 dBW/kg 

  



Plot No. 12 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                         Date/Time: 7/18/2015 12:28:23 AM 

CDMA BC0_Body_LAT 

Frequency: 836.52 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 1.019 S/m; εr = 54.688; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 9/29/2014 
- Probe: EX3DV4 - SN3772; ConvF(8.46, 8.46, 8.46); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 B; Type: QDOVA002AA; Serial: 1180 
 

Front/1xRTT (RC3 SO32) ch. 384/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.801 W/kg 
 

Front/1xRTT (RC3 SO32) ch. 384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.087 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.19 W/kg 
SAR(1 g) = 0.650 W/kg; SAR(10 g) = 0.379 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.870 W/kg 

  

 
0 dB = 0.870 W/kg = -0.60 dBW/kg 

  



Plot No. 13 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/17/2015 4:56:03 AM 

CDMA BC 1_Head_LAT 

Frequency: 1908.75 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1908.75 MHz; σ = 1.453 S/m; εr = 40.507; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/5/2015 
- Probe: EX3DV4 - SN7335; ConvF(8.21, 8.21, 8.21); Calibrated: 3/13/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP v5.0; Type: QD000P40CD; Serial: 1830 
 

RHS/Touch_1xRTT SO 55 Ch. 1175/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.12 W/kg 
 

RHS/Touch_1xRTT SO 55 Ch. 1175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 28.122 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 1.46 W/kg 
SAR(1 g) = 0.971 W/kg; SAR(10 g) = 0.606 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.13 W/kg 

  

 
0 dB = 1.13 W/kg = 0.53 dBW/kg 

  



Plot No. 14 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/13/2015 5:16:05 PM 

CDMA BC1_Body_LAT 

Frequency: 1908.75 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1908.75 MHz; σ = 1.518 S/m; εr = 53.129; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/5/2015 
- Probe: EX3DV4 - SN7335; ConvF(7.9, 7.9, 7.9); Calibrated: 3/13/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Rear/1xRTT RC3 SO32 ch 1175 /Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.16 W/kg 
 

Rear/1xRTT RC3 SO32 ch 1175 /Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.287 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 1.92 W/kg 
SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.510 W/kg 
 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.32 W/kg 

  

 
0 dB = 1.32 W/kg = 1.21 dBW/kg 

 

  



Plot No. 15 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/14/2015 6:38:01 PM 

CDMA BC10_Head_UAT 

Frequency: 820.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 820.5 MHz; σ = 0.905 S/m; εr = 42.27; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(9.26, 9.26, 9.26); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_1xRTT_RC3 SO55_ch 580/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.546 W/kg 
 

RHS/Touch_1xRTT_RC3 SO55_ch 580/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 24.910 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.843 W/kg 
SAR(1 g) = 0.494 W/kg; SAR(10 g) = 0.295 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.643 W/kg 

  

 
0 dB = 0.643 W/kg = -1.92 dBW/kg 

  



Plot No. 16 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                         Date/Time: 7/18/2015 12:58:15 PM 

CDMA BC10_Body_LAT 

Frequency: 820.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 820.5 MHz; σ = 0.998 S/m; εr = 54.816; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 9/29/2014 
- Probe: EX3DV4 - SN3772; ConvF(8.46, 8.46, 8.46); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 B; Type: QDOVA002AA; Serial: 1180 
 

Front/1xRTT (RC3 SO32) ch. 580/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.845 W/kg 
 

Front/1xRTT (RC3 SO32) ch. 580/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.341 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.16 W/kg 
SAR(1 g) = 0.610 W/kg; SAR(10 g) = 0.357 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.823 W/kg 

  

 
0 dB = 0.823 W/kg = -0.85 dBW/kg 

  



Plot No. 17 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                         Date/Time: 7/18/2015 1:56:51 PM 

CDMA BC10_Body_LAT 

Frequency: 820.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 820.5 MHz; σ = 0.998 S/m; εr = 54.816; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 9/29/2014 
- Probe: EX3DV4 - SN3772; ConvF(8.46, 8.46, 8.46); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 B; Type: QDOVA002AA; Serial: 1180 
 

Edge 4/1xRTT (RC3 SO32) ch. 580/Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.745 W/kg 
 

Edge 4/1xRTT (RC3 SO32) ch. 580/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 24.341 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.916 W/kg 
SAR(1 g) = 0.610 W/kg; SAR(10 g) = 0.404 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.749 W/kg 

  

 
0 dB = 0.749 W/kg = -1.26 dBW/kg 

  



Plot No. 18 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/13/2015 8:00:26 PM 

CDMA BC15_Head_UAT 

Frequency: 1753.75 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1753.75 MHz; σ = 1.416 S/m; εr = 40.891; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(7.89, 7.89, 7.89); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_1xRTT_RC3 SO55_ch 875/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.26 W/kg 
 

RHS/Touch_1xRTT_RC3 SO55_ch 875/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 30.561 V/m; Power Drift = -0.13 dB 
Peak SAR (extrapolated) = 2.12 W/kg 
SAR(1 g) = 0.973 W/kg; SAR(10 g) = 0.519 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.28 W/kg 

  

 
0 dB = 1.28 W/kg = 1.07 dBW/kg 

  



Plot No. 19 

 

Test Laboratory: UL Verification Services Inc. SAR Lab G                                        Date/Time: 7/13/2015 7:06:56 PM 

CDMA BC 15_Body_LAT 

Frequency: 1753.75 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1753.75 MHz; σ = 1.506 S/m; εr = 52.745; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3686; ConvF(7.28, 7.28, 7.28); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: QDOVA002AA; Serial: 1258 
 

Rear/1xRTT_RC3 SO32_ch 875/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.49 W/kg 
 

Rear/1xRTT_RC3 SO32_ch 875/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 32.092 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 2.14 W/kg 
SAR(1 g) = 1.14 W/kg; SAR(10 g) = 0.582 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.50 W/kg 

  

 
0 dB = 1.50 W/kg = 1.76 dBW/kg 

 

  



Plot No. 20 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/9/2015 11:05:42 PM 

LTE Band 2_Head_UAT 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.401 S/m; εr = 39.459; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/5/2015 
- Probe: EX3DV4 - SN7335; ConvF(8.21, 8.21, 8.21); Calibrated: 3/13/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP v5.0; Type: QD000P40CD; Serial: 1830 
 

RHS/Touch_QPSK_RB 1,49_ch 18900/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.31 W/kg 
 

RHS/Touch_QPSK_RB 1,49_ch 18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 29.967 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 2.19 W/kg 
SAR(1 g) = 0.992 W/kg; SAR(10 g) = 0.508 W/kg 
Maximum value of SAR (measured) = 1.40 W/kg 

  

 
0 dB = 1.40 W/kg = 1.46 dBW/kg 

  



Plot No. 21 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/16/2015 11:15:40 AM 

LTE Band 2_Body_LAT 

Frequency: 1900 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1900 MHz; σ = 1.564 S/m; εr = 52.229; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/5/2015 
- Probe: EX3DV4 - SN7335; ConvF(7.9, 7.9, 7.9); Calibrated: 3/13/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Front/QPSK RB 1/49ch 19100/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.05 W/kg 
 

Front/QPSK RB 1/49ch 19100/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.296 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 2.24 W/kg 
SAR(1 g) = 1.13 W/kg; SAR(10 g) = 0.570 W/kg 
Maximum value of SAR (measured) = 1.60 W/kg 

  

 
0 dB = 1.60 W/kg = 2.04 dBW/kg 

  



Plot No. 22 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/11/2015 2:04:14 AM 

LTE Band 4_Head_UAT 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1745 MHz; σ = 1.399 S/m; εr = 38.696; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(7.89, 7.89, 7.89); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_QPSK_RB 1/49_ch 20300/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.40 W/kg 
 

RHS/Touch_QPSK_RB 1/49_ch 20300/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 30.559 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 2.17 W/kg 
SAR(1 g) = 0.982 W/kg; SAR(10 g) = 0.508 W/kg 
Maximum value of SAR (measured) = 1.24 W/kg 

  

 
0 dB = 1.24 W/kg = 0.93 dBW/kg 

  



Plot No. 23 

 

Test Laboratory: UL Verification Services Inc. SAR Lab G                                        Date/Time: 7/13/2015 11:01:08 PM 

LTE Band 4_Body_LAT 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1745 MHz; σ = 1.497 S/m; εr = 52.765; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3686; ConvF(7.28, 7.28, 7.28); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: QDOVA002AA; Serial: 1258 
 

Front/QPSK_RB 1/49_ch 20300/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.20 W/kg 
 

Front/QPSK_RB 1/49_ch 20300/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.486 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 2.08 W/kg 
SAR(1 g) = 1.12 W/kg; SAR(10 g) = 0.580 W/kg 
Maximum value of SAR (measured) = 1.50 W/kg 

  

 
0 dB = 1.50 W/kg = 1.76 dBW/kg 

  



Plot No. 24 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/15/2015 2:48:03 PM 

LTE Band 5_Head_UAT 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.92 S/m; εr = 42.062; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(9.26, 9.26, 9.26); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_QPSK_RB 1,24_ch 20525/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.514 W/kg 
 

RHS/Touch_QPSK_RB 1,24_ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 23.911 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.831 W/kg 
SAR(1 g) = 0.487 W/kg; SAR(10 g) = 0.292 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.641 W/kg 

  

 
0 dB = 0.641 W/kg = -1.93 dBW/kg 

  



Plot No. 25 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/18/2015 2:29:37 PM 

LTE Band 5_Body_LAT 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 1.021 S/m; εr = 52.619; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1360; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3751; ConvF(8.47, 8.47, 8.47); Calibrated: 11/14/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB 1/24_ch 20525/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.804 W/kg 
 

Front/QPSK_RB 1/24_ch 20525/Zoom Scan (9x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.169 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 1.51 W/kg 
SAR(1 g) = 0.754 W/kg; SAR(10 g) = 0.420 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.07 W/kg 

  

 
0 dB = 1.07 W/kg = 0.29 dBW/kg 

  



Plot No. 26 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                         Date/Time: 7/13/2015 11:22:31 AM 

LTE Band 7 Head_UAT 

Frequency: 2510 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2510 MHz; σ = 1.933 S/m; εr = 39.387; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 9/29/2014 
- Probe: EX3DV4 - SN3772; ConvF(6.44, 6.44, 6.44); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_QPSK_RB 1/49_ch 20850/Area Scan (10x17x1): Measurement grid: dx=12mm, 

dy=12mm 
Maximum value of SAR (measured) = 1.12 W/kg 
 

RHS/Touch_QPSK_RB 1/49_ch 20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 22.676 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 2.18 W/kg 
SAR(1 g) = 0.965 W/kg; SAR(10 g) = 0.424 W/kg 
Maximum value of SAR (measured) = 1.46 W/kg 

  

 
0 dB = 1.46 W/kg = 1.64 dBW/kg 

  



Plot No. 27 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                         Date/Time: 7/13/2015 7:38:19 PM 

LTE Band 7 Body_LAT 

Frequency: 2560 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2560 MHz; σ = 2.163 S/m; εr = 52.003; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 9/29/2014 
- Probe: EX3DV4 - SN3772; ConvF(6.35, 6.35, 6.35); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: QDOVA002AA; Serial: 1258 
 

Rear/QPSK_RB 1/49 ch 21350/Area Scan (11x18x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.43 W/kg 
 

Rear/QPSK_RB 1/49 ch 21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 24.006 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 2.33 W/kg 
SAR(1 g) = 1.06 W/kg; SAR(10 g) = 0.469 W/kg 
Maximum value of SAR (measured) = 1.60 W/kg 

  

 
0 dB = 1.60 W/kg = 2.04 dBW/kg 

  



Plot No. 28 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/14/2015 6:23:38 PM 

LTE Band 12_Head_UAT 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.852 S/m; εr = 41.307; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(10.08, 10.08, 10.08); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v5.0 (B); Type: QD000P40CD; Serial: 1628 
 

RHS/Touch_QPSK_rb 1,24_ch 23095/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.608 W/kg 
 

RHS/Touch_QPSK_rb 1,24_ch 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 24.85 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 0.850 W/kg 
SAR(1 g) = 0.467 W/kg; SAR(10 g) = 0.286 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.623 W/kg 

  

 
0 dB = 0.623 W/kg = -2.06 dBW/kg 

  



Plot No. 29 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/11/2015 1:53:13 PM 

LTE Band 12_Body_LAT 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.948 S/m; εr = 53.801; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(9.68, 9.68, 9.68); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Front/QPSK_RB 1,24_ch 23095/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.608 W/kg 
 

Front/QPSK_RB 1,24_ch 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.04 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.843 W/kg 
SAR(1 g) = 0.480 W/kg; SAR(10 g) = 0.283 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.620 W/kg 

  

 
0 dB = 0.620 W/kg = -2.08 dBW/kg 

  



Plot No. 30 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/13/2015 11:03:37 PM 

LTE Band 12_Body_LAT 

Frequency: 711 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 711 MHz; σ = 0.93 S/m; εr = 54.348; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(9.68, 9.68, 9.68); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Edge 4/QPSK_RB 1,24_ch 23130/Area Scan (7x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.963 W/kg 
 

Edge 4/QPSK_RB 1,24_ch 23130/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 33.21 V/m; Power Drift = -0.13 dB 
Peak SAR (extrapolated) = 1.24 W/kg 
SAR(1 g) = 0.858 W/kg; SAR(10 g) = 0.582 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.04 W/kg 

  

 
0 dB = 1.04 W/kg = 0.17 dBW/kg 

  



Plot No. 31 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/10/2015 7:36:39 PM 

LTE Band 13_Head_UAT 

Frequency: 782 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.928 S/m; εr = 39.741; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(10.08, 10.08, 10.08); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 (B); Type: QD000P40CD; Serial: 1628 
 

RHS/Touch_QPSK_rb 1,24_ch 23230/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.509 W/kg 
 

RHS/Touch_QPSK_rb 1,24_ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 23.39 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.807 W/kg 
SAR(1 g) = 0.436 W/kg; SAR(10 g) = 0.259 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.588 W/kg 

  

 
0 dB = 0.588 W/kg = -2.31 dBW/kg 

  



Plot No. 32 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/11/2015 12:48:30 AM 

LTE Band 13_Body_LAT 

Frequency: 782 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.007 S/m; εr = 53.018; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(9.68, 9.68, 9.68); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Front/QPSK_RB 1,24_ch 23230/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.859 W/kg 
 

Front/QPSK_RB 1,24_ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 29.82 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.26 W/kg 
SAR(1 g) = 0.681 W/kg; SAR(10 g) = 0.378 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.878 W/kg 

  

 
0 dB = 0.878 W/kg = -0.57 dBW/kg 

  



Plot No. 33 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/10/2015 5:03:00 PM 

LTE Band 17_Head_UAT 

Frequency: 710 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 710 MHz; σ = 0.854 S/m; εr = 40.757; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(10.08, 10.08, 10.08); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v5.0 (B); Type: QD000P40CD; Serial: 1628 
 

RHS/Touch_QPSK_rb 1,24_ch 23790/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.618 W/kg 
 

RHS/Touch_QPSK_rb 1,24_ch 23790/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 25.07 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.802 W/kg 
SAR(1 g) = 0.466 W/kg; SAR(10 g) = 0.287 W/kg 
Maximum value of SAR (measured) = 0.609 W/kg 

  

 
0 dB = 0.609 W/kg = -2.15 dBW/kg 

  



Plot No. 34 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/11/2015 1:15:09 AM 

LTE Band 17_Body_LAT 

Frequency: 710 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 710 MHz; σ = 0.949 S/m; εr = 53.759; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(9.68, 9.68, 9.68); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Front/QPSK_RB 1,24_ch 23790/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.675 W/kg 
 

Front/QPSK_RB 1,24_ch 23790/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.05 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.914 W/kg 
SAR(1 g) = 0.529 W/kg; SAR(10 g) = 0.310 W/kg 
Maximum value of SAR (measured) = 0.658 W/kg 

  

 
0 dB = 0.658 W/kg = -1.82 dBW/kg 

  



Plot No. 35 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/11/2015 12:29:05 PM 

LTE Band 17_Body_LAT 

Frequency: 710 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 710 MHz; σ = 0.949 S/m; εr = 53.759; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(9.68, 9.68, 9.68); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Edge 4/QPSK_RB 1,24_ch 23790/Area Scan (7x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.08 W/kg 
 

Edge 4/QPSK_RB 1,24_ch 23790/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 34.32 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 1.31 W/kg 
SAR(1 g) = 0.898 W/kg; SAR(10 g) = 0.608 W/kg 

  

 
0 dB = 1.08 W/kg = 0.33 dBW/kg 

  



Plot No. 36 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/17/2015 2:42:36 PM 

LTE Band 25_Head_LAT 

Frequency: 1905 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1905 MHz; σ = 1.424 S/m; εr = 39.382; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/5/2015 
- Probe: EX3DV4 - SN7335; ConvF(8.21, 8.21, 8.21); Calibrated: 3/13/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP v5.0; Type: QD000P40CD; Serial: 1830 
 

RHS/Touch_QPSK_RB 1,49_ch 26590/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.847 W/kg 
 

RHS/Touch_QPSK_RB 1,49_ch 26590/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 27.503 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.50 W/kg 
SAR(1 g) = 0.976 W/kg; SAR(10 g) = 0.602 W/kg 
Maximum value of SAR (measured) = 1.18 W/kg 

  

 
0 dB = 1.18 W/kg = 0.72 dBW/kg 

  



Plot No. 37 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/14/2015 9:10:17 PM 

LTE Band 25_Body_LAT 

Frequency: 1905 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1905 MHz; σ = 1.513 S/m; εr = 53.153; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/5/2015 
- Probe: EX3DV4 - SN7335; ConvF(7.9, 7.9, 7.9); Calibrated: 3/13/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Rear/QPSK RB 1/49 ch 26590/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.44 W/kg 
 

Rear/QPSK RB 1/49 ch 26590/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 31.872 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 2.21 W/kg 
SAR(1 g) = 1.14 W/kg; SAR(10 g) = 0.566 W/kg 
Maximum value of SAR (measured) = 1.54 W/kg 

  

 
0 dB = 1.54 W/kg = 1.88 dBW/kg 

  



Plot No. 38 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/15/2015 6:18:31 PM 

LTE Band 26_Head_UAT 

Frequency: 819 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 819 MHz; σ = 0.903 S/m; εr = 42.289; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3885; ConvF(9.26, 9.26, 9.26); Calibrated: 9/15/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_QPSK_RB 1,24_ch 26740/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.378 W/kg 
 

RHS/Touch_QPSK_RB 1,24_ch 26740/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 20.632 V/m; Power Drift = 0.00 dB 
Peak SAR (extrapolated) = 0.611 W/kg 
SAR(1 g) = 0.356 W/kg; SAR(10 g) = 0.213 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.474 W/kg 

  

 
0 dB = 0.474 W/kg = -3.24 dBW/kg 

  



Plot No. 39 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/18/2015 4:33:26 PM 

LTE Band 26_Body_LAT 

Frequency: 819 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 819 MHz; σ = 1.001 S/m; εr = 52.758; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1360; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3751; ConvF(8.47, 8.47, 8.47); Calibrated: 11/14/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB 1/24_ch 26740/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.596 W/kg 
 

Front/QPSK_RB 1/24_ch 26740/Zoom Scan (8x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.391 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.977 W/kg 
SAR(1 g) = 0.502 W/kg; SAR(10 g) = 0.301 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.713 W/kg 

  

 
0 dB = 0.713 W/kg = -1.47 dBW/kg 

  



Plot No. 40 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/15/2015 5:07:29 PM 

LTE Band 30_Head_UAT 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.754 S/m; εr = 38.691; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(7.48, 7.48, 7.48); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 (A); Type: QD000P40CD; Serial: 1602 
 

RHS/Touch_QPSK_RB1,24_ch27710/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.41 W/kg 
 

RHS/Touch_QPSK_RB1,24_ch27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 27.69 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 2.22 W/kg 
SAR(1 g) = 0.978 W/kg; SAR(10 g) = 0.457 W/kg 

  

 
0 dB = 1.41 W/kg = 1.49 dBW/kg 

  



Plot No. 41 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/15/2015 2:10:40 PM 

LTE_Band 30_Body_LAT 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.898 S/m; εr = 52.719; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(7.45, 7.45, 7.45); Calibrated: 1/27/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v4.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Front/QPSK_RB 1,24_ch 27710/Area Scan (11x18x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.58 W/kg 
 

Front/QPSK_RB 1,24_ch 27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 27.63 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 2.29 W/kg 
SAR(1 g) = 1.06 W/kg; SAR(10 g) = 0.446 W/kg 
Maximum value of SAR (measured) = 1.43 W/kg 
 

Front/QPSK_RB 1,24_ch 27710/Zoom Scan 2 (7x7x7)/Cube 1: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 27.63 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 1.99 W/kg 
SAR(1 g) = 0.916 W/kg; SAR(10 g) = 0.385 W/kg 
Maximum value of SAR (measured) = 1.30 W/kg 

  

 
0 dB = 1.30 W/kg = 1.14 dBW/kg 

  

Cube 0 Cube 1 



Plot No. 42 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                         Date/Time: 7/11/2015 2:56:54 AM 

LTE Band 41 Head_UAT 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 2.014 S/m; εr = 38.812; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 9/29/2014 
- Probe: EX3DV4 - SN3772; ConvF(6.42, 6.42, 6.42); Calibrated: 2/26/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_QPSK_RB 1/49_ch 40620/Area Scan (10x17x1): Measurement grid: dx=12mm, 

dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.966 W/kg 
 

RHS/Touch_QPSK_RB 1/49_ch 40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 22.866 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 1.75 W/kg 
SAR(1 g) = 0.752 W/kg; SAR(10 g) = 0.329 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.14 W/kg 

  

 
0 dB = 1.14 W/kg = 0.57 dBW/kg 

  



Plot No. 43 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                         Date/Time: 7/15/2015 5:05:42 PM 

LTE Band 41 Body_LAT 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 2.196 S/m; εr = 51.838; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 9/29/2014 
- Probe: EX3DV4 - SN3772; ConvF(6.35, 6.35, 6.35); Calibrated: 2/23/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: QDOVA002AA; Serial: 1258 
 

Rear/QPSK_RB 1/49 ch 40620/Area Scan (11x18x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.24 W/kg 
 

Rear/QPSK_RB 1/49 ch 40620/Zoom Scan (7x9x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 23.918 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 2.30 W/kg 
SAR(1 g) = 1.05 W/kg; SAR(10 g) = 0.471 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.58 W/kg 

  

 
0 dB = 1.58 W/kg = 1.99 dBW/kg 

  



Plot No. 44 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/11/2015 4:50:41 PM 

Wi-Fi 2.4GHz_Head_SISO_UAT_Cell Off 

Frequency: 2417 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2417 MHz; σ = 1.812 S/m; εr = 40.022; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1360; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3751; ConvF(6.61, 6.61, 6.61); Calibrated: 11/14/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000PCD; Serial: 1632 
 

RHS/Touch_802.11b_ch 2/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.28 W/kg 
 

RHS/Touch_802.11b_ch 2/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 24.526 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 2.33 W/kg 
SAR(1 g) = 0.999 W/kg; SAR(10 g) = 0.445 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.52 W/kg 

  

 
0 dB = 1.52 W/kg = 1.82 dBW/kg 

  



Plot No. 45 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/13/2015 6:13:36 PM 

Wi-Fi 2.4GHz_Body_SISO_LAT_Cell Off 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.918 S/m; εr = 52.869; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1360; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3751; ConvF(6.47, 6.47, 6.47); Calibrated: 11/14/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Front/802.11b_ch 6/Area Scan (11x18x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.25 W/kg 
 

Front/802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 25.41 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 2.38 W/kg 
SAR(1 g) = 0.881 W/kg; SAR(10 g) = 0.413 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.39 W/kg 

  

 
0 dB = 1.39 W/kg = 1.43 dBW/kg 

  



Plot No. 46 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/14/2015 11:42:45 PM 

Wi-Fi 5GHz_Head_MIMO_Cell Off 

Frequency: 5270 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5270 MHz; σ = 4.581 S/m; εr = 36.632; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/18/2015 
- Probe: EX3DV4 - SN7356; ConvF(5.55, 5.55, 5.55); Calibrated: 4/22/2015;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_802.11n_HT40_Ch 54/Area Scan (12x20x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.37 W/kg 
 

RHS/Touch_802.11n_HT40_Ch 54/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 16.451 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 2.93 W/kg 
SAR(1 g) = 0.741 W/kg; SAR(10 g) = 0.254 W/kg 
Maximum value of SAR (measured) = 1.39 W/kg 

  

 
0 dB = 1.39 W/kg = 1.43 dBW/kg 

  



Plot No. 47 

 

Test Laboratory: UL Verification Services Inc. SAR Lab A                                        Date/Time: 7/18/2015 1:59:31 PM 

Wi-Fi 5GHz_Body_LAT_Cell Off 

Frequency: 5230 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5230 MHz; σ = 5.479 S/m; εr = 48.537; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1357; Calibrated: 2/20/2015 
- Probe: EX3DV4 - SN3901; ConvF(4.21, 4.21, 4.21); Calibrated: 1/27/2015;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Front/802.11n HT40 CDD_ch 46/Area Scan (13x21x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.93 W/kg 
 

Front/802.11n HT40 CDD_ch 46/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 18.90 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 4.52 W/kg 
SAR(1 g) = 1.14 W/kg; SAR(10 g) = 0.295 W/kg 
Maximum value of SAR (measured) = 2.41 W/kg 

  

 
0 dB = 2.41 W/kg = 3.82 dBW/kg 

  



Plot No. 48 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/13/2015 5:33:41 PM 

Wi-Fi 5GHz_Head_UAT_Cell Off 

Frequency: 5610 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5610 MHz; σ = 4.956 S/m; εr = 36.22; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/18/2015 
- Probe: EX3DV4 - SN7356; ConvF(5.15, 5.15, 5.15); Calibrated: 4/22/2015;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_802.11ac_Ch 122/Area Scan (12x20x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.33 W/kg 
 

RHS/Touch_802.11ac_Ch 122/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 15.146 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 2.78 W/kg 
SAR(1 g) = 0.642 W/kg; SAR(10 g) = 0.206 W/kg 
Maximum value of SAR (measured) = 1.34 W/kg 

  

 
0 dB = 1.34 W/kg = 1.27 dBW/kg 

  



Plot No. 49 

 

Test Laboratory: UL Verification Services Inc. SAR Lab G                                        Date/Time: 7/16/2015 10:27:34 AM 

Wi-Fi 5GHz_Body_LAT_Cell Off 

Frequency: 5610 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5610 MHz; σ = 5.873 S/m; εr = 48.601; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3686; ConvF(3.45, 3.45, 3.45); Calibrated: 2/23/2015;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 B; Type: QDOVA002AA; Serial: 1248 
 

Front/802.11a_Ch 122/Area Scan (13x21x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.96 W/kg 
 

Front/802.11a_Ch 122/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 

Reference Value = 17.17; Power Drift = -0.17 dB 
Peak SAR (extrapolated) = 4.31 W/kg 
SAR(1 g) = 0.959 W/kg; SAR(10 g) = 0.270 W/kg 
Maximum value of SAR (measured) = 2.11 W/kg 

  

 
0 dB = 2.11 W/kg = 3.24 dBW/kg 

  



Plot No. 50 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/15/2015 8:57:24 PM 

Wi-Fi 5GHz_Head_MIMO_CELL OFF 

Frequency: 5805 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5805 MHz; σ = 5.166 S/m; εr = 36.057; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/18/2015 
- Probe: EX3DV4 - SN7356; ConvF(5.26, 5.26, 5.26); Calibrated: 4/22/2015;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_802.11a_Ch 161/Area Scan (12x20x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.80 W/kg 
 

RHS/Touch_802.11a_Ch 161/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 18.563 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 4.18 W/kg 
SAR(1 g) = 0.906 W/kg; SAR(10 g) = 0.277 W/kg 
Maximum value of SAR (measured) = 1.98 W/kg 

  

 
0 dB = 1.98 W/kg = 2.97 dBW/kg 

  



Plot No. 51 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/18/2015 2:40:57 PM 

Wi-Fi 5GHz_Body_LAT_Cell Off 

Frequency: 5795 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5795 MHz; σ = 6.095 S/m; εr = 46.792; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/18/2015 
- Probe: EX3DV4 - SN3929; ConvF(4, 4, 4); Calibrated: 4/22/2015;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Front/802.11n_Ch 159/Area Scan (13x21x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 2.57 W/kg 
 

Front/802.11n_Ch 159/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 

Reference Value = 19.580 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 5.40 W/kg 
SAR(1 g) = 1.1 W/kg; SAR(10 g) = 0.289 W/kg 
Maximum value of SAR (measured) = 2.51 W/kg 

  

 
0 dB = 2.51 W/kg = 4.00 dBW/kg 

  



Plot No. 52 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/17/2015 4:25:45 AM 

Bluetooth_Head_UAT 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.858 S/m; εr = 38.731; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1360; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3751; ConvF(6.61, 6.61, 6.61); Calibrated: 11/14/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000PCD; Serial: 1632 
 

RHS/Touch_GMFK_802.15_ch 39/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.436 W/kg 
 

RHS/Touch_GMFK_802.15_ch 39/Zoom Scan (8x9x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 13.271 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 0.829 W/kg 
SAR(1 g) = 0.367 W/kg; SAR(10 g) = 0.164 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.544 W/kg 

  

 
0 dB = 0.544 W/kg = -2.64 dBW/kg 

 

  



Plot No. 53 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/18/2015 10:03:19 PM 

Bluetooth_Body_UAT 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.957 S/m; εr = 52.692; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1360; Calibrated: 3/12/2015 
- Probe: EX3DV4 - SN3751; ConvF(6.47, 6.47, 6.47); Calibrated: 11/14/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Rear/GMFK_802.15_ch 39 4 2/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.419 W/kg 
 

Rear/GMFK_802.15_ch 39 4 2/Zoom Scan (7x9x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 13.771 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 0.693 W/kg 
SAR(1 g) = 0.348 W/kg; SAR(10 g) = 0.168 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.495 W/kg 

  

 
0 dB = 0.495 W/kg = -3.05 dBW/kg 
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